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SEE NOTE 5

SECTION A-A

ADDITIONAL NOTES:

5. STAINLESS STEEL PLUGS ARE PRESS FITTED
[N TO ALU AND SS PARTS, MANUFACTURERS
NOT TO FIT THE DISKS

3-D VIEW

‘ D060392 MAGNET RETAINER. (MODIFIED 1/4-20 HEX HEAD SCREW 1.5° LONG) STAINLESS STEEL: 316
‘ D060394 SPACER: U1 MASS WAGNET MND FLAG AL ALLOY: 5082 OR 606
I D060400 OSEM MAGNET FLAG: (MEGNETIC DESIGN) ALUMINIUM: 5082
4 D060401 MAGNETIC PLUG; . STAINLESS STEEL: 416
2 | OMM MAGNET; .
ITEM| QTY [SPARE[TOTALPART NUMBER DESCRIPTION MATERIALS
PARTS LIST

NOTES: (UNLESS OTHERWISE SPECIFIED)

. REMOVE ALL SHARP EDGES,

R.02 MIN.

. DO NOT SCALE FROM DRAWING.
. ALL MACHINING FLUIDS SHALL BE

WATER SOLUBLE AND FREE OF
SULFUR, CHLORINE AND SILICONE,
SUCH AS CINCINNATI MILACRON'S

DIMENSIONS ARE IN mm [INCHES]
TOLERANCES:

X XX £0.2 mm
ANGULAR £0.25 °
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MATERIAL: NI
CIMTECH 410 (STAINLESS STEEL)
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