N

NOTES:

1.
2.

3.
4,

.212+.001

(UNLESS OTHERWISE SPECIFIED)
FILLETS: R .015 MAX

BREAK ALL SHARP EDGES
.02/.01 X 45°

MATERIAL: ALUMINA

1°+1° DRAFT ACCEPTABLE

FOR CENTRAL OPENING.
OPENING DIMENSIONS

VAL ID AT DATUM

MASK THE #4-40 THREADED
HOLES AND 1D.

MASK SURFACE DEFINED BY
DATUM BEFORE COATING.,
COAT ENTIRE HEAD

WITH A THIN LAYER OF
CONDUCT IVE MATERIAL TO
PROVIDE UNIFORM RESISTIVITY
OF .25 TO 25 OHMS/SQUARE .
LASER MARK THE DRAWING PART
NUMBER ON NOTED SURFACE OF
PART FOLLOWED BY *S/N*

THEN A THREE DIGIT SERIAL
NUMBER. SERIAL NUMBERS TO
START AT 001 FOR FIRST PART
AND PROCEED IN A CONSECUTIVE
MANNER TO A MAXIMUM OF 999,
FOR EACH SUCCEEDING PART
PRODUCED. USE 0.13 HIGH
CHARACTERS.
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