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Title: CONCRETE ANCEOR INSTALI"ATION PROCEDTTRE

I.O PURPOSE

The purpose ofthis procedure is to defne the necessary installation steps required to ensure thal concrete
anchors meet all project requirements.

2.O GENERAL

Hilti FM adhesive anchors will be used to fasten LIGO vacuum equipment to concrete floor slabs.
Concrete anchors have been sized and arranged to restrain the equipment against operating and seismic
loads, including unbalanced vacuum loads that occur during oormal operation. Proper installation ofthe
anchors is required to eruure satisfactory performance ofthe vacuum equipment.

Component base plates will be fastened to the floor slabs tlat ar€ constructed of 3000 psi concrete. It is
the intent ofthis procedure that the anchors be installed in accordance with the manufacturer's
reouirements.

3,0 RESPONSIBILITY

The installation contractor is responsible for implementing this procedure. Conflicts, if any, befween this
procedure and manufacturer's installation requirements shall be brought to the anention ofPSI prior to
the start of installation

4.0 PROCEDURE

4.1 References:

1 . Hilti Publicati onH42T,Technical Guide - Anchor and Powder Actuated Fastening HVA Adhesive
Anchor, Installation Instruaions (HAS Tkeaded Rod - Option #1), Hilti Fastening Systems, Tulsa, OK
1987, pp, 8-13.

2. Flilti Publication H-600, Systems and Solutions, tfilti Fastening Systems, Tulsa, OK, 1995, pp. 133-
1 3  5 .
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Title: CONCRETE ANCEOR INSTALI"ATION PROCEDUR.E

4.2

4.3

4.4

4.5

4.6 Prior to placing grout, tighten nuts the following torque:

3/t" rod - 175 ft.lbs.

1" rod - 375 ft.lbs.

4.7 [ Step by step innructions:

Critical equipment shall be aligned per procedures VO49-2-021 section g.3 and
V049'2'174 prior to drilling the anchor bolt hole. Critical equipmert anchor bolt requirements are
detailed in attachment A ofthis specification.

Locate and install anchor bolts in accordance with the this specification and the equipment drawings.
The hole locarion tolerance is +/- l/16 in ofposition marked on concrete floor. HbGs shall be ph:irb to
within lo of vertical. Embedment depths shown in this specifcaion are minimum depths for the
equipment listed. Driu holes using approved equipment to ensure full desigr bond trength and to
maintain project cleanliness requirements. A l:flti PMH bit may be used toiore drill holJs for the IfVA
adhesive anchors. Rebar cutting is permitted.

Dwg. Y0494423 shows the threaded rod installarion

Adhere to curing time required by Hilti before loading or disturbihg anchors.

Insiallation Insiructions (HAS Threaded Rod - Option #1)
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Title: INSTALLATION OF CONCRETE ANCHORS

ATTACHMENT "A' TO VO49-I-IOI

REQUIRED CONCRETE A}{CHORS FOR VACUUM EQUIPMENT

I
I
I
I

Component Tag No. Anchor Diameter Rod Lensth Minimum
Embedment Depth

Notes

WBSCI t4ilr 8ll4" t2
WBSC2 t4 u8" 8lt4" t?
WBSC3 t4u8 8u4" t2
WBSC4 t4 t/8" E 714" 12
WBSC5 t4lt8" 8lt4"
WBSC6 14 y8" 81t4"
WBSCT l8U4* t2 3/8" 2,8
WBSCS t8 u4" 12 3t8" 2,8
WBSC9 14 l/8" I U4* 3,8
wBsc10 r4vS'' Iu4" 3,8
WHAMI l5* I v4* 4
WIIAM2 t4 t/8b 8 U4"
WHAM3 14 l/8" 8 l/4"
WHAM4 t4 t/8" I u4"
WHAM5 t4u8" 8u4"
WHAM6 14 l/8" I u4* 4
WHAMT 14 t/8* 8 u4" 4
WIIAMS 14 y8, I t/4"
WHAM9 14 t/8" 8t/4"
WIIAMlO t4 U8" 8u4"
WIIAM1l t4 U8" 81/4"
WHAMl2 t4 t/8* Iu4" 4
WIIAMl3 Spare

WCPl r8lt4* t2 3t8" 9
WCP2 18 1/4" 123t8" 9
wcP3 t8U4" 123t8" 9
wcP4 t8 u4" t2 3t8" 9
WCPs 18 ll4,' 12 318" 9
wcP6 18 1/4" 12 3t8" 9
wcPT 18 !41 123t8" 9
WCPS t8 U4" 12 3/8" 9
wGvl t2 tD" 6 5/8' 6
wGv2 t2 U2" 6 5/8" 6
WGV3 12 lD" 6 5/8" 6
WGV4 t2 tn" 6 s/8* 6
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Title: INSTALLATION OF CONCRETE ANCHORS

Specification V049-f -10f .
2. Use l2 3/8" minimum embedment for all base plates ofthis component.
3, Use l2 3/8" minimum embedment for base plates at end of arm. Adjust rod lenth accordingly.
4. Use l2 3/8" minimum embedment for th€ four atrchors at the end ofthe arm. Adjust rod lenth accordingly.
5. These gat€ valv€s are supported by others,
6. See Dwg. V049-4-034, for 48'gate valve anchor bolt locations.
7. See Dwg, V049-4-033 for 44'gate valve anchor bolt locations.
8. Use Hilti HAS Super Threaded Rod. Scarify floor.
9. Use Hilti HAS Super Threaded Rod with 12 3/E" embedment for all baseplates. Scarify lloor.
10. No grout pad. Shim ifnecessary.
11. Scarify floor at baseplates connected lo diagonal members.
12. Scarify noor.
13, Use Hilti HAS Super Thread€d Rod for baseplates connecled to diagonal

members. Scarify floor for thes€ baseplates.

Component Tag No.
Anchor Diameter Rod Lenth Minimum

Embedment Depth
Notes

wGv5 t2 !2* 6 5/8" 1

wGv6 5
WGVT 12 tn 6 5/8'
wGvS f,

WGV9 5
WGVTO t2U2 6 5/8'
wcvrr rlt. 72 ln* 6 5/8"
wGvl2 5
wGvrS f,

WGVl4 n t n 65t8�
wcvr5 t2 u2" 6 5/8' 7
WGVI6 5
wcvl7 t2 1t2" 6 5/8' 7
WGVIS 12 7t2 65t8 7
wGvr9 5
WGV2O 12 v2" 6 5/8" 7
WA-7A 14'/8 8l /4"
WB-1A t4u8 8 l/4' 1 l
WB.IB 14 t/8 8 t/4" t7
WB-2A t4l/8 I t/4" l 1
WB.2B 14 l/8" I il4' l l

WB.3A 14 li8" 8 1/4" 1 l
WB.5A 14 1/8" 8u4" l l

w8-6 18ll4" t2sta" 8
wB-7 r8 Lt4 123t8" 8

WB-94' t4 l/8 I il4' l3
WB.9B t4u8 Iu4" l3
WBE-5 t4il8 Iy4"
WBE-6 t4u8 8 t/4"

Pipe Bridge t/o" 9 314" 6 5t8" l0
IDstall Hilti HVA anchors with HEA caDsules and HAS standard rods. unless otherwise noted, in accordance witb
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