
SECTION A-A

14.00 O.D 

5.00

.13 TYP. WALL

MDC P/N 110040
16.5" CF FLANGE, FIXED

MDC P/N 100040
16.5" CF FLANGE, ROTATABLE

6.00

ISO VIEW

16.50

A

A

ISO VIEW
(BOLTED VERSION, TYPE 2)

SEE SHEET 4

USED WITH: Varian 2500 l/s ION PUMP

CUSTOM 16.5" CF, FULL NIPPLE

SEE SHEET 2

ISO VIEW
(WELDED VERSION)

CHEVRON UV BAFFLE ASSEMBLY

ISO VIEW
(BOLTED VERSION, TYPE 1)

SEE SHEET 3



.75
HEIGHT

.375 TYP.

DETAIL L
SCALE 1 : 1

ADDED SLOTS + TABS
FOR A LIGNEMENT PURPOSES

3 PL.

(3X) 6061AL ALLOY RETAINING RING

BLADE CELL CONSTRUCTION

TYP. BLADE DETAIL

13.75
13.25

.438

4X  .201 THRU
1/4-20 UNC - 2B THRU

 .288 X 90°, NEAR SIDE

CHEVRON UV BAFFLE ASSEMBLY, WELDED

ISO VIEW, WELDED

EXPLODED VIEW

16.5" CF, FULL NIPPLE
(REFER TO SHEET 1 FOR DETAILS)

4X BAFFLE BLADE CELL

FRONT SET
BLADES ORIENTED HORIZONTALLY

REAR SET
BLADES ORIENTED VERTICALLY

(3X RETAINING RING)

K

FRONT VIEW

REAR SET

FRONT SET

13.28

D

D

EE

DETAIL K

3 PL.
FOR A LIGNEMENT PURPOSES

FOR A LIGNEMENT PURPOSES3 PL.
ADDED SLOTS + TABS

ADDED SLOTS + TABS

SECTION E-E

120°

SECTION D-D

120°

15.00

14 Ga.

.887

DETAIL C
SCALE 2 : 1

TYP.

60°

SECTION B-B

.922

30° TYP.

35X BLADES

13.75

B

B

BLADE HOLDER
MADE FROM 304 SSTL, 12 Ga.
W/ (35X) SLITS TO ACCEPT BLADES

M
TACK



.75

.375 TYP.

SECTION F-F

120°

SECTION F-F

120°

C'BORED CLEARANCE HOLE
2 PL.

1/4-20 TAP
2 PL.

13.75

12.87

H

H

CHEVRON UV BAFFLE ASSEMBLY, BOLTED-TYPE 1

ISO VIEW, BOLTED-TYPE 1

BLADE CELL CONSTRUCTION

BLADE DETAIL

FRONT SET
BLADES ORIENTED HORIZONTALLY

FRONT VIEW

REAR SET

FRONT SET

12.87

FF

F

F

EXPLODED VIEW
(16.5" CF, FULL NIPPLE, NOT SHOWN

REFER TO SHEET 1 FOR DETAILS)

.25 DIA, ALIGNMENT
DOWEL PINS

2X

.25 DIA. ALIGNMENT
DOWEL PINS

2X

REAR SET
BLADES ORIENTED VERTICALLY4X BAFFLE BLADE CELL

4X 1/4-20 X .38
SET SCREWS

2 pl.

15.00

14 Ga.

.887

DETAIL J
SCALE 2 : 1

TYP.

60°

MACHINED RING W/
MADE FROM 304 SSTL
W/ 34 SLITS TO ACCEPTA BLADES

INCORPORATES
CLAMPING FEATURE
4X 1/4-20 TAPPED HOLES

SECTION H-H

30° TYP.

1.250

R 6.688

2X  SCREW, PH, 1/4-20 X 14" LG. 



.38 TYP.

.75
TYP.

13.313 B.C.

13.313 B.C

.63
TYP.

.38 TYP.

SIDE VIEW
(16.5" CF, FULL NIPPLE, NOT SHOWN

REFER TO SHEET 1 FOR DETAILS)

5.00

DETAIL N
SCALE 1 : 1

1.25
TYP.

EXPLODED VIEW
(16.5" CF, FULL NIPPLE, NOT SHOWN

REFER TO SHEET 1 FOR DETAILS)

4X BAFFLE BLADE CELL

REAR SET
BLADES ORIENTED VERTICALLY

10-32 X 2.0 LG. SCREWS
4 pl.

4X 1/4-20 X .38
SET SCREWS

2 pl.

FRONT SET
BLADES ORIENTED HORIZONTALLY

BLADE CELL CONSTRUCTION

BLADE DETAIL

THREADED DRILLED THRU

OR

CHEVRON UV BAFFLE ASSEMBLY, BOLTED-TYPE 2

ISO VIEW, TYPE 2

FRONT VIEW

REAR SET

FRONT SET

GG

TBD

14 Ga.

.887

DETAIL J
SCALE 2 : 1

TYP.

60°

2X 1/4-20 TAP

SECTION G-G

120°

33 BLADES

13.75

12.87

2X  .159 THRU ALL
10-32 UNF - 2B THRU ALL

 .209 X 90°, FAR SIDE
.375 .565, NEARSIDE

 

13.75
12.87

2X  .221 THRU ALL
 .375  .490, FS

SIDE VIEW
(16.5" CF, FULL NIPPLE, NOT SHOWN

REFER TO SHEET 1 FOR DETAILS)

2X 1/4-20 TAP

DETAIL M
SCALE 1 : 1

.25
TYP.

1.13
TYP.

.13
TYP.


