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V1 . . . o_ o
T RF Amplifer Heatsink Rack Mounting Front Panel Delrin inserts
| M1 #6-32 3/8" flat El #8-32 standoff, 1" H9 Handle, 3" ‘M23 #4-40 1/4" ﬂa‘t ‘MSS #4-40 1/4" ﬂa‘t
1 = M2 #6-32 3/8" flat E2 #8-32 standoff, 1" H10 Handle, 3" PN11 M24  #4-40 1/4" flat M36  #4-40 1/4" flat
_ Cl I 0 2 Power pin, AWG 16-20 \ | \ |
- <10dB 33dBm max. M3 #6-323/8" flat E3  #8-32 standoff, 1" Mouser i M25  #4-40 1/4" flat M37  #4-40 1/4" flat
N female m 534-9109 PN12 \ | \ |
o N female M4 #6-32 3/8" flat E4 #8-32 standoff, 1" Power pin, AWG 16-20 M26  #4-40 1/4" flat M38  #4-40 1/4" flat
U2 Digi-Key \ | \ |
RF power amplifier McMaster-Carr Hl11 Ferrule 626-1140-ND McMaster-Carr McMaster-Carr
Mini-Circuits 91125A220 91099A155 91099A155
GND GND ZHL-1-2WX-S+ Hl1 #6 nut M5 #8-32 5/8", flat HI2 Ferrule PNI13 M27 #4 nut M39 #4 nut
Power socket, AWG 16-20 \ | \ |
H2 #6 nut M6 #8-32 5/8", flat H13 Ferrule Digi-Key M28 #4 nut M40 #4 nut
626-1144-ND \ | \ \
H3 #6 nut M7 #8-32 5/8", flat H14 Ferrule ‘M29 #4 nut | ‘M4l #4 nut |
V1 PN14
—‘7 H4 #6 nut M8 #8-32 5/8", flat Mouser D-sub shell, 3W3C ‘MSO #4 nut ‘ ‘M42 #4 nut ‘
5349121 Digi-Key
] McMaster-Carr McMaster-Carr 626-1098-ND McMaster-Carr McMaster-Carr
90480A007 92210A194 90480A005 90480A005
L1 HS #6 lock washer MI13  #6-32 1/4" flat M31  #4 lock washer M43 #4 lock washer
M9  #8-325/8", cap \ | \ |
H6 #6 lock washer M14  #6-32 1/4" flat PN15 M32  #4 lock washer M44  #4 lock washer
MI0  #8-325/8", cap Jack screw \ | \ |
= H7 #6 lock washer MI15  #6-32 1/4" flat Newark M33  #4 lock washer M45  #4 lock washer
M1l #8-325/8", cap 80K 5431 \ | \ |
Ul H8 #6 lock washer M16  #6-32 1/4" flat M34  #4 lock washer M46  #4 lock washer
Snap-in LED MI2  #8-325/8", cap \ | \ |
Digi-Key McMaster-Carr M17  #6-32 1/4" flat McMaster-Carr McMaster-Carr
679-2714-ND 91113A007 McMaster-Carr 91113A005 91113A005
92949A196 M18  #6-32 1/4" flat
E5 #8, lock washer McMaster-Carr
91099A205 \ \
PN3 E6 #8, lock washer M19  #6-32 3/8" flat PN16 PN17 PN18
Thermal pad Front Panel Delrin N insert Delrin N insert
E7 #8, lock washer M20  #6-32 3/8" flat LIGO LIGO
PN4 D1700018-v1 D1700019-v1
Thermal pad E8 #8, lock washer M21  #6-32 3/8" flat
Digi-Key
BER233-ND McMaster-Carr M22  #6-32 3/8" flat
91757A105
McMaster-Carr
L 1 91099A215
PN7
Heatsink
Wakefield
512-3M
\ | \ |
PN1 PNS
Connector SMA Connector SMA
Digi-Key Digi-Key
ACX1177-ND ACX1177-ND
Assembly instructions: ‘ ‘ ‘ ‘ ‘ ‘ ‘ ‘
- Mount the N feedthroughs using the Delrin inserts. PN2 PN6 PNg PN9 PN10
- Mount D-sub 3W3 connector ap d LED. S(i);lir_lg:;;)r SMA, R/A ](;Li)gnir_l%c;;)r SMA, R/A y;:AiOAWG, black mf:;erOAWG, red 113121\32;1;671]
- Mount RF amplifer on the outside and fit cables C1 and C2. ACX1181-ND ACX1181-ND 02F4505 87K2782 Allied Electronics
Solder cable V1 between amplifier, the D-sub 3W3. V1 cable coax cable
- Solder the LED leads ot the D-sub 3W3.
- Attach stand-offs for heatsink.
- Mount heatsink to rear using thermal pads, both below and above.
C2 cable C3 cable
Make sure output load is connected before turning driver on! " 2W RF Amplifier
ure outpu u g driv ! P
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